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SLOVENSKA 
AKREDITACIJA 
SIST EN ISO/ IEC 17065 

CP-001 

Certificate of Conformity 

Number: C211-0031/14 M1 Project file: C20151705 

Product: Installation boxes 

Type reference: see Annex 

Trademark: PIT ALARM 

Applicant: P.l.T. Alarm d.o.o. 
lvanjorecka cesta 7, HR-10373 lvanja Reka, Croatia 

Manufacturer: P.1.T. Alarm d.o.o. 
lvanjorecka cesta 7, HR-10373 lvanja Reka, Croatia 

Place of manufacture: P.l.T. Alarm d.o.o. 
lvanjorecka cesta 7, HR-10373 lvanja Reka, Croatia 

This certificate is granted subject to the SIQ's rules on product certification. SIQ certifies the 
conformity of the products with the requirements of the listed standards. 

Ratings: 

Standard : 

Test report: 

Remarks : 

Date: 2015-07-29 

see Annex 

EN 60670-22:2006; EN 60670-1 :2005 

T211-0506/14 M1 

This certificate shall apply to the products identical to the tested sample and 
shall remain valid for the period of 3 years until 2018-07-29 or until the 
validity date of the listed standards, whichever occurs earlier. 

This certificate replaces previously issued certificate No.: C211-0031/14 due 
to added types. 

Authorized signature: Alja Pregl 

Only integral publication of this certificate is allowed. This certificate may only be reproduced in its entirety and without any 
changes. On request SIQ will give information about the validity of the certificate. 
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Certificate of Conformity 
Number: C211-0031/14 M1 

Construction and ratings: 

Nature of material: Insulating 
Method of installation: see General Product Information 
Type of inlets/outlets: PN100, PN100B, PN150, PN150B, PN190 and PN190B with inlets for 
sheated cables, other types without inlets (inlet openings are made during installation) 
Clamping means: without clamping means 
Minimum and maximum temperature during installation: -5 °C to +60 °C 
Maximum temperature during casting process (only boxes intended for concrete): +60°C 

General Product Information 

Type Method of Degree of Accompanyi Type of cover Maximum Provision for 
installation protection ng cover (if (screw I no- number of fixing of 

{when in possible) screw) conductors to be equipment 
combinati placed in the 
on with box (Cross 
cover) section I No. 

wires I No. 
terminals) 

PA60 Flush; Non- IP20 PA60-07 No-screw (cover I Claws 
combustible optional) 
walls 

PA60-55 Flush; Non- IP20 PA60-07 No-screw (cover I Claws 
combustible optional) 
walls 

PA60-06 Flush ; Non- IP20 PA60-07 No-screw (cover I Claws 
combustible optional) 
walls 

PA60-01 Flush ; Non- IP20 PA60-07 No-screw (cover I Claws 
combustible optional) 
walls 

PA60-05 Flush; Non- IP20 PA60-07 No-screw (cover I Claws 
combustible optional) 
walls 

PA78 Flush; Non- IP20 PA78-01 No-screw (cover I Claws 
combustible optional) 
walls 

PA60-11 Flush; Non- IP20 PA60-07 No-screw (cover I Claws 
combustible optional) 
walls 

PA120 Flush ; Non- IP20 PA120-01 Screw I -
combustible 
walls 

PA100 Flush ; Non- IP20 PA100-01 Screw I -
combustible 
walls 

PA68xM3 Flush; Hollow - - - - Screw 
walls; 
combustible 
walls 

PA68xM4 Flush; Hollow - - - - Screw 
walls; 
combustible 
walls 

PA68xM7 Flush; Hollow - - - - Screw 
walls; 
combustible 
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Certificate of Conformity 
Number: C211-0031/14 M1 

Type Method of Degree of Accompanyi Type of cover Maximum Provision for 
installation protection ng cover (if (screw I no- number of fixing of 

(when in possible) screw) conductors to be equipment 
combinati placed in the 
on with box (Cross 
cover) section I No. 

wires I No. 
terminals) 

walls 

PN80 Surface; Non- IP55 - Screw - -
combustible 
walls 

PN100 Surface; Non- IP55 - Screw - -
combustible 
walls 

PN100B Surface; Non- IP55 - Screw - -
combustible 
walls 

PN150 Surface; Non- IP55 - Screw - -
combustible 
walls 

PN150B Surface; Non- IP55 - Screw - -
combustible 
walls 

PN190 Surface; Non- IP55 - Screw - -
combustible 
walls 

PN190B Surface; Non- IP55 - Screw - -
combustible 
walls 

PN101 Surface; Non- IP55 - Screw - -
combustible 
walls 

PN101B Surface; Non- IP55 - Screw - -
combustible 
walls 

PN151 Surface; Non- IP55 - Screw - -
combustible 
walls 

PN151B Surface; Non- IP55 - Screw - -
combustible 
walls 

PN191 Surface; Non- IP55 - Screw - -
combustible 
walls 

PN191 B Surface; Non- IP55 - Screw - -
combustible 
walls 

PS49 Flush; concrete IP20 PS49-04 Screw - -
Z-PS49-03 Flush; concrete - - - - -
PBN11 Flush; concrete - - - - -
PB60, PB80, Flush ; concrete - - - - -
PB60-01 . 
PB80-01 

PBN60, Flush ; concrete - - - - -
PBN80 

PBN120 Flush; concrete - - - - -
PBN605, Flush; concrete - - - - -
PBN665, 
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Certificate of Conformity 
Number: C211-0031/14 M1 

Type Method of Degree of Accompanyi Type of cover Maximum Provision for 
installation protection ng cover (if (screw I no- number of fixing of 

(when in possible) screw) conductors to be equipment 
combinati placed in the 
on with box (Cross 
cover) section I No. 

wires I No. 
terminals) 

PBN750, 
PBN760, 
PBN770, 
PBN780, 
PBN755, 
PBN765, 
PBN775, 
PBN785 

PBN6080, Flush; concrete - - - - -
PBN6085, 
PBN8080, 
PBN8085 

Note: Where cover plates are stated they are optional. 
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